CITY OF VALENZUELA
Metropolitan Manila
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=

BIDS AND AWARDS COMMITTEE

BID BULLETIN NO. 2026-011
Series of 2026
SUPPLEMENTAL BID BULLETIN

REFERENCE NUMBER

PARTICULARS

ABC

PRN-026-FLOOR TYPE
AUTOMATED CHEMISTRY
ANALYZER-VCEH-GSO-
GOODS-2026

Purchase of 1 unit electrical light
duty truck with conversion for City
Mayaor's Office

P9,998,450.00

The Terms of Reference under the Technical Spedifications of the above-stated

project is hereby amended as follows:

TERMS of REFERENCE under TECHNICAL

REVISED TERMS OF REFERENCE under the

SPECIFICATION POSTED IN THE P-GEPS TECHNICAL SPECIFICATION
WEBSITE
II1. TECHNICAL SPECIFICATIONS (MINIMUM | III, TECHNICAL SPECIFICATIONS (MINIMUM
REQUIREMENTS) REQUIREMENTS)

A. Analytical Systems Requirements

Parameter Minimum Requirement
Throughput Capacity - Minimum 400
photometric test/hour, preferably up to 800
test/hr with ISE

A. Analytical Systems Requirements

Parameter Minimum Requirement
Throughput Capacity — Minimum 400
photometric test/hour, preferably up to750
test/hr with ISE

Test Menu Capacity — Minimum 120 pre
programmed assays
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B. Sampie Handling Requirements

Pararneter Minimum Requirement;

Sampie Capacity  Minimum 100 samples

onboard at one time

B. Sample Handling Requirements
Parameter Minimum Requirement

Sample Capacity Minimum 50 samples
onboard at one time

Fully automated Chemistry Analyzer can
suppart up 10 100-180 samiples with barcode
identification and automatic handling
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C. Reagent System Requirements
Parameter Minimum Requirement

Reagent Capacity Minimum 10-80
refrigerated onboard reagent positions

Reagent Tracking Barcode-based reagent
identification

C. Reagent Systemn Requirements

Paramater Minimum Requirement
Reagent Capacity  Minimum 40 refrigerated
onboard reagent positions

Reagent Tracking Barcode-based
reagent identification
or RFID

D. Reaction System Requirements

Fully automated Chemistry Analyzer can
provide 13 wavelength between 340 nm and
800 nm and controlled incubation
temperature

D. Reaction System Requirements

Fully automated Chemistry Analyzer can
provide 12 wavelength between 340 nm and
800 nm and controlled incubation temparature

F. Software and Data Management

Parameter Minimum Requirement

Data Storage Minimum 50,000 test
resulis and provide LIS
connectivity

F. Software and Data Management

Parameter Minimum Requirement
Minimum 10,000 test
resuits and provide LIS
connectivity

Data Storage

G. Physical and Electrical Requirements
Parameter Minimum Requirement

20-80% relative
humidity

Humidity Tolerance

G. Physical and Electrical Requirements
Parameter Miniraum Requirement

Humidity Tolerance 30-80% relative
humidity
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This Supplemental Bid Bulletin No. 2026-011 is issued to modify or amend item
in the Terms of Reference and Technical Specifications and other related
documents,

For guidance and information of all concerned.

April 21, 2026, Valenzuela City.

Atty. MARIB ). PAGENTE
UTChairman

Received by the Bidder:

Date:
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